	



CSP2761TQ

White-on-White
Commercial Stacked Gas Dryers
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	KEY FEATURES:
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Powder Coat Top and Cabinet, Removable In-Door Lint Filters, T40 Torx and Pin Security Kit Included
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Can Be Equipped with Coinslide, Coin Drop, Card Reader or OPL Push to Start Kit
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Large Glass Doors Standard, for Solid Doors Order Door Kit 4396720
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Mechanical Dual Metercase Money Acceptors Not Included, 2 Required
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LP Conversion Kit: 49572, 2 Required
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Shipping Weight: 300 lbs.
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2 Power Cords Included
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Burner Orifices Available for Manufactured, Natural, Mixed, or LP Gas with Varying BTU Ranges
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2-22,000 BTU Burners (Natural Gas)
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Electrical Requirements: Nominal, 120V, 60 Hz., AC, 2-15 Amp Circuit Breaker Branches Required
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2 Motors: 1/3-HP with Built-In Overload Protector
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Centrifugal Switch Turns Off Heating Element When Motor Stops
2- 7.4 cu ft Drums



	Dimensions:


Depth 28 in. * Height 76 3/4 in. * Maximum Height 76 3/4 in. * Width 27 in. 


	Electrical Requirements:
15A, 120V, 60HZ, AC-ONLY. A FOUR-WIRE OR THREE-WIRE, SINGLE PHASE ELECTRICAL SUPPLY REQUIRED. A TIME-DELAY FUSE OR CIRCUIT BREAKER AND SEPARATE CIRCUIT IS RECOMMENDED.


