	



RMC305PVS
STAINLESS STEEL
30 in. Built-In Microwave Combination Oven
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	KEY FEATURES:
BOTH OVENS FEATURE: 

New Formed Door Styling 
New Stainless Look Handles 
Glass Touch Oven Controls

UPPER OVEN FEATURES: 

1.4 Cu. Ft. Upper Microwave Oven 
900 Watts Cooking Power 
Stoppable Glass Turntable

Stainless Steel Interior

Drop-Down Door 
LOWER OVEN FEATURES: 

4.1 Cu. Ft. Capacity 
Self-Cleaning Oven with Auto Latch 

AccuBake® Temperature Management System 

Preheat Countdown Timer and Signal

Delay Bake 

Closed-Door Broiling 
One Touch Bake and Broil Feature

Child Lockout 
Extra-Large EasyView™ Window

Flush-to-Cabinet Installation

	Dimensions:
Depth     26 in.    

Height    42 3/8 in.    

 Width    29 3/4 in.
Cube     26.953

Weight    222 lbs    

 Dimensions shown are for planning purposes only. For complete information, see Installation Instructions packed with product.

	Electrical Requirements:
30 OR 40 Ampere, 208/240 Volts, 60 Hertz (1/second), AC-ONLY. USE COPPER WIRE ONLY. A FOUR-WIRE OR THREE-WIRE, SINGLE PHASE ELECTRICAL SUPPLY REQUIRED. A TIME-DELAY FUSE OR CIRCUIT BREAKER AND SEPARATE CIRCUIT IS RECOMMENDED.


